MATERIAL SAFETY DATA SHEET

Products with label reference : L

Issue date : March 2008 Issue 2

1. IDENTIFICATION OF THE PREPARATION AND THE COMPANY
Product Name Products labelled with L
Intended use Powder application by electrostatic spray
Supplier Thermaset Ltd, Claire Works, Lichfield Road

Industrial Estate, Tamworth B79 7TA

Telephone 01827 55777

2. COMPOSITION/INFORMATION ON INGREDIENTS
Substances presenting a health hazard within the meaning of
the Chemicals(Hazard Information and Packaging For Supply)
Regulations 2002
REF NAME CONC SYMBOL R-PHRASES

RANGE LETTER
L Lead chromate molybdate >0.5% T or N R33,R40,R61
sulphate red R62,R50/52
L Lead sulphochromate >0.5% T or N R33,R40,R61
yellow R62,R50,52

3. HAZARDS IDENTIFICATION
This product contains lead chromate molybdate sulphate red and/or
lead sulphochromate yellow and is classified as toxic. It may
cause harm to the unborn child. Danger of cumulative effects.
Possible risk of irreversible effects. Very toxic to aquatic
crganisms, may cause long-term adverse effects in the aquatic
environment.

4, FIRST AID MEASURES
GENERAL:
In all cases of doubt, or when symptoms persist, seek medical
attention. Never give anything by mouth to an unconscious
person.
INHALATION:
Remove to fresh air, keep the patient warm and at rest. If
breathing is irreqular or stopped, administer artificial
respiration. Give nothing by mouth. If unconscious, place in
the recovery position and seek medical advice.
EYE CONTACT:
Contact lenses should be removed. Irrigate copiously with clean,
fresh water for at least 10 minutes, holding the eyelid apart.
Seek medical advice.
SKIN CONTACT:
Remove contaminated clothing. Wash skin theoroughly with socap and
water or use a proprietary cleaner. DO NOT use solvents or
thinners.
INGESTION:
If accidentally swallowed, obtain immediate medical attention.
Keep at rest. DO NOT induce vomiting,

5 FIRE-FIGHTING MEASURES

EXTINGUISHING MEDIA:

Recommended : Alcohol resistant foam, CO2 blanket, water
spray/mist.

Not to be used: High pressure inert gas (e.g C02), water jets.

RECOMMENDATIONS :

Fire will produce dense black smoke containing hazardous

products of combustion (see Section 10).

Exposure to decomposition products may be a hazard to health.

Appropriate self-contained breathing apparatus may be required.

Cool closed containers exposed to fire with water spray.

Do not allow run-off from fire-fighting to enter drains or

watercourses




rOr personal Protectlon See SecTtlon .
Prevent the formation of dust above explosive or occupatiocnal
exposure limits. Keep the container closed tight and exclude
sources of heat, sparks and open flame. Always store in containers
made of the same material as supply container.

Avoid inhalation of dust. Smoking, eating and drinking should be
prohibited in areas of storage and use.

The product may discharge electrically. Use earthing leads when
transferring between containers. Operators should wear antistatic
footwear and clothing and flooring should be conductive. Good
housekeeping and safe removal of waste will minimise the risk of
fire hazards.

The Manual Handling Operations Regulations may apply to the
handling of containers of the product.

STORAGE

Check the label for precautions. Store between 5 and 25 degrees C
in a dry well ventilated area away from sources of heat, ignition
and direct sunlight. No smoking. Prevent unauthorised access.
Opened containers should be properly resealed and kept upright

to prevent leakage.

EXPOSURE CONTROLS/PERSONAL PROTECTION

People with known allergic reactions or respiratory problems
should only handle cor be exposed to the product under medical
advice.

ENGINEERING MEASURES:

Avoid the creation and inhalation of dusts as far as is
practicable. To reduce exposure ensure adequate ventilation,
preferably by local exhaust. If insufficient to keep dust below
OEL, suitable respiratory protective equipment should be worn.

continued overleaf












