MATERIAL SAFETY DATA SHEET

Products with label reference: T or T2

Issue date : March 2008 Issue 3
15 IDENTIFICATION OF THE PREPARATION AND THE COMPANY
Product Name Products labelled with T or T2
Intended use Powder application by electrostatic spray
Supplier Thermaset Ltd, Claire Works, Lichfield Road
Industrial Estate, Tamworth B79 7TA
Telephone 01827 55777
2. COMPOSITION/INFORMATION ON INGREDIENTS
Substances presenting a health hazard within the meaning of
the Chemicals(Hazard Information and Packaging For Supply)
Regulations 2002
REF NAME CONC SYMBOL R-PHRASES
RANGE LETTER
T Triglycidyl isocyanurate 5.0to<10.0% T R46,R23/25
(TGIC) R48/22,R41
R43,R52/53
T2 Triglycidyl isocyanurate 0.1to<5.0% T R46,R23/25
(TGIC) R48/22,R41
R43,R52/53
3. HAZARDS IDENTIFICATION
This product contains TGIC and is classified as toxic. Possible
risk of heritable genetic damage. May cause sensitisation by skin
contact. Harmful by inhalation and if swallowed.
4. FIRST AID MEASURES
GENERAL:
In all cases of doubt, or when symptoms persist, seek medical
attention. Never give anything by mouth to an unconscious
person.
INHALATION:
Remove to fresh air, keep the patient warm and at rest. If
breathing is irregular or stopped, administer artificial
respiration. Give nothing by mouth. If unconscious, place in
the recovery position and seek medical advice.
EYE CONTACT:
Contact lenses should be removed. Irrigate copiously with clean,
fresh water for at least 10 minutes, holding the eyelid apart.
Seek medical advice.
SKIN CONTACT:
Remove contaminated clothing. Wash skin thoroughly with soap and
water or use a proprietary cleaner. DO NOT use solvents or
thinners.
INGESTION:
If accidentally swallowed, obtain immediate medical attention.
Keep at rest. DO NOT induce vomiting.
5. FIRE-FIGHTING MEASURES

EXTINGUISHING MEDIA:

Recommended : Alcohol resistant foam, C02 blanket, water
spray/mist.

Not to be used: High pressure inert gas (e.g. CO2), water jets.

RECOMMENDATIONS :

Fire will produce dense black smoke containing hazardous

products of combustion (see Section 10).

Exposure to decomposition products may be a hazard to health.

Appropriate self-contained breathing apparatus may be required.

Cool closed containers exposed to fire with water spray.

Do net allow run-off from fire-fighting to enter drains or

watercourses




ENGINEERING MEASURES:

Avold the creation and inhalation of dusts as far as is
practicable. To reduce exposure ensure adequate ventilation,
preferably by local exhaust. If insufficient to keep dust below
OEL, suitable respiratory protective equipment should be worn.

EXPOSURE LIMITS
Substance TEIC
Maximum Exposure Limit 0.1 mg/m3

PERSONAL PROTECTION

All ppe, including rpe, used to control exposure to hazardous
substances must be selected to comply with COSSH Regulations.
Respiratory Protection:

Non-essential and unprotected people should be excluded from
areas of exposure. Air-fed respiratory ppe should be worn when
this product is sprayed, in addition to other measures taken to
reduce exposure(e.g. local exhaust or spray line modification)
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